
  

  

 
 
 
 
 

GENERAL 
YARD NUMBER 571714 (Damen Shipyards Hardinxveld) 
DELIVERY DATE July 2014 
BASIC FUNCTIONS Harbour and coastal berthing tug,  
CLASSIFICATION Lloyds Register 

 100A1 Tug, [] LMC, UMS, IWS 
REGULATIONS Malta (Malta Transport Agency)  
FLAG / PORT OF REGISTRY Valletta 
OWNER KOTUG 
  
DIMENSIONS 
LENGTH O.A. 31.95 m 
BEAM O.A. 12.60 m 
DEPTH AT SIDES 4.82  m 
DRAUGHT FULLY LOADED 6.25 m 
DISPLACEMENT LSW                   598 t 
  
TANK CAPACITIES  
FUEL OIL   204.6 m3 
FRESH WATER     32.80 m3 
LUBRICATION OIL ENGINES             2.40 m3 
LUBRICATION OIL Z-DRIVES             2.40 m3 
HYDRAULIC OIL       3.10 m3 
USED OIL       5.40 m3 
VOID       34.00 m3 
SLUDGE       4.60 m3 
SEWAGE       8.80 m3 
  
PERFORMANCES (APPROX.) 
BOLLARD PULL MAX 80.0 tons (m) 
SPEED MAX.  12.5  knots 
   
PROPULSION SYSTEM 
MAIN ENGINES 3x Caterpillar Type 3512C TA/HD+ 
TOTAL POWER 5395 bkW (7095 bhp)  @ 1800 rpm 
THRUSTER 3x Schottel SRP3000FP 
PROPULSION 3x Schottel fixed pitch propellers 
DIAMETER 3x 2300 mm SDN55 nozzle 
SLIPPING / DISENGAGMENT 
CLUTCH 

3x Twin Disc MCD 3000-3 LD 

ELECTRIC MOTOR 3x Teco Westinghouse 500kW, 60Hz 
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AUXILIARY EQUIPMENT 
GENERATOR SET 1x Caterpillar C18 TA 
CAPACITY 1x 575 kVA, 50 Hz, 230/400V AC 
GENERATOR SET 1x Caterpillar C9 TA 
CAPACITY 1x 250 kVA, 50 Hz, 230/400V AC 
BATTERIES 1x Corvus Lithium Polymer 78kW/hrs 
TRANSFER PUMPS For Fuel Oil: Azcue, 30 m³/h @ 3 bar 
FUEL OIL SEPARATOR Alfa Laval, MAB104, 1m3/hr 

DECK LAY-OUT 
ANCHOR 2x 360 kg  HHP AC-14 
CHAIN 22 mm stud-link anchor chain 165 m 
ANCHOR WINCH DMT combined in fwd. Towing winch,  

pull 2-5 tons at variable speed, pull 0-9m/min 
TOWING  WINCH FWD. DMT, ATW-E22K2-300kN, single drum 
CAPACITY @ 1ST LAYER 30t (m) at 0-15m/min / 10t (m) at 0-45m/min 

Wire cap 250 m, ø70mm, and 220 m, ø88mm 
Holding force: 225t (m) 

TOWING  WINCH AFT DMT, SHW-E300KN, single drum 
CAPACITY @ 1ST LAYER 30t (m) at 0-15m/min / 10t (m) at 0-45m/min 

Wire cap 250 m, ø70mm, and 220 m, ø88mm 
Holding force: 225t (m) 

ACCOMMODATION  

Heated and air-conditioned living spaces for 6 persons, consisting of two 
single crew cabins and two double crew cabin, a galley/mess and sanitary 
facilities. 

 

NAUTICAL AND COMMUNICATION EQUIPMENT GMDSS A1 
SEARCHLIGHTS 2x Francis, L380RC 1000W 
MAGNETIC COMPASS 1x Alphabinnacle H 
GPS COMPASS 1x Alphatron GPS compass 
SEA RADAR 1x JRC, JMA-5312-6 
RIVER RADAR 1x JRC, JMA-610-7  
GPS 1x JRC, JLR-7800 
AIS 1x JRC, JHS-183 
EPIRB 1x McMurdo E5 
SART 2x McMurdo S4 
WATCH ALARM / BNWAS 1x Alphatron 
AUTOPILOT 1x Alphatron, Alpaseapilot MFC 
RATE OF TURN 1x Alphaturn MF 
SINGLE ECDIS 1x Alphachart T ECDIS 
ECHOSOUNDER 1x JRC, JFE-380/25 
SPEEDLOG 1x JRC, JLN-205 
VHF RADIO TELEPHONE 3x Thrane & Thrane, Sailor, RT6222,  
HANDHELD VHF 2x Sailor, SP3520 
NAVTEX 1x JRC, NCR-333 
LRIT / INMARSAT C 1x Thrane & Thrane, Sailor 6130 Mini-C LRIT 
PABX 1x Alphatron, Alphaconnect 
CCTV  1x Alphatron 
WIND SENSOR 1x Alphatron, Alphawind MF 
VBS MOBILE RADIO 1x Motorola 

  

 ROTOR®TUG ART 80-32 Hybrid 
“RT Evolution” 







 

DAMEN SHIPYARDS HARDINXVELD      Member of the DAMEN SHIPYARDS GROUP  

      
Rivierdijk 544 P.O. Box 60 phone +31 (0)184 61 30 88 info@damen-hardinxveld.nl 
3371 EB Hardinxveld-Giessendam 3370 AB Hardinxveld-Giessendam fax +31 (0)184 61 77 93 www.damenshipyardshardinxveld.nl 

 The Netherlands 
 

© No part of the leaflet may be reproduced in any form, by print, photo print, microfilm, or any other means, without written permission from Damen 
Shipyards Hardinxveld 
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